
The IZI-Link DMX Splitter is a DMX-512 signal distributor and equipped 
with a galvanically isolated DMX input, four DMX outputs and one 
DMX-through.  

The IZI-Link DMX Splitter is DIN Rail mounted for ease of installation 
and fully compatible with DMX-512 and IZI-Link.

Technical specifications

Features

Mounting
DIN-Rail

Multiple outputs
Four DMX output 

Wide power input
24 ~48VDC

Emergency contact
System override contact closures

Power    Input voltage:   24~48VDC

  

Control    Control input:   1 x DMX-512 galvanically isolated

    Control output:   4 x DMX-512 + 1 DMX-512 Throughput

  

Miscellaneous   Housing:    DIN-rail (4 module width)

    Input connector:   Print connector 
    Screw terminal power connections  Max. 2,5mm²
    Screw terminal DMX-512  Max. 1,5mm²
    
    
   

 

www.tde-lighttech.nl

IZI-Link DMX Splitter
illuminating creativity
TDE-lighttech



Order CodeOrder Code

www.tde-lighttech.nl

illuminating creativity
TDE-lighttech

IZI.INK.SP.DMX  - IZI-LINK DMX Splitter; 24~48VDC;

90mm

71mm

Dimensions

58mm

IZI-Link DMX Interface
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